
test 

spare 

"8" coupling alignment check night) 

bolt 

UUIUCl/UlnCI shell 

IP 

CFS-start on-site machining 

Integra-line bore "B" coupling 

Remove HP upper/inner 

Remove upper 

Remove upper half IP diaphragms 

testing 

Remove HP rotor 

MTI-start IP rotor sandblast 

lower IP 

Set new HP lower inner shell 

Set & fit lower half N-1 packing head (8 

Initial fit new rotor 

Remove new HP rotor 

LMS-tops-on/tops-off alignment start 

closing 

HP upper inner shell 

upper outer 

r.n,,,nll>tp IP rotor hm'I><:'~n;lc<: 

machine work 

m""tehllnt> work 
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CFS-line bore HP/IP 

Final install HP lower inner shell 

Install 4th stage extlraCl:1On flange 

Install lower packing head 

Prime balance IP rotor 

IP diaphragms 

Install HP rotor 

IP rotor 

Install upper 1/2 IP ni",nh""","", 

Install IP upper inner shells 

HP upper diaphragms 

Install upper N-1 

HP upper outer shell 

"lir,nlT'Anl "A" coupling 

alignment "B" coupling 

A<:.:"rr,hl", & tension coupling 

A""Arr,hIA & tension "8" 

Mannings-bolt up HP & IP 

Shell bolting complete 

Complete & 

Pull volute 1 B BFP 

Install rebuild 

Bolt up 

to 1B BFP 

Turbine on gear 

shells 

cases 

Tue 03/25/03 

03/26/03 

03/27/03 

Unit 1 HP/IP Turbine Overhaul 
Sprin~l 2003 
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